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PROD. DEV. GERMANY

DIN ISO 2768-mH

Cleaning Extractor KK

910687

DIN EN ISO 1302

kunze28.01.2022

lasko21.08.2017

Cleaning Keg

FILE NAME: 910687_Extractor Tube KeyKeg - Cleaning Keg.asm
DRAWING NAME: 910687_Extractor Tube KeyKeg - Cleaning Keg.dft
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EDGES
DIN EN ISO 13715

VOLUME
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B
added: top view with etching template; L.a.D.
ca. 608

30.08.2018 Lebrazi 4115

C added: 025130.6 23.10.2018 Kunze 4137

D 1-ear-clamp was Hose clamp 11.12.2019 suelt 4366

7
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5

Pos. Quantity Art.-No. Title

1 1 025130.6 Sealing Ring

2 1 611462 Tube (PVC) ØID=18, ØOD=22

3 1 611464 1-ear-clamp

4 1 611465 Spring

5 1 611466 Body 2"x14 tpi

6 1 811093 Screw M5

7 1 811094 Valve Assembly

Pos. 7 (O-Ring): greased with 025935.8
thread Pos. 5: greased with W-00015
Pos. 6: mounted with torque 3+1 Nm

Pos. 7 (O-Ring): gefettet mit 025935.8
Gewinde Pos. 5: beschichtet mit W-00015
Pos. 6: Anzugsdrehmoment 3+1 Nm
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2"x 14 tpi -0,005" [BS 84]

etch on top W-01100
Auf Oberfläche ätzen mit W-01100

month and year of assembly
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